1.0 [bookmark: _Toc519001801]APPENDIX
1.1 [bookmark: _Toc519001802]Technical Data 
All tenderers are required to complete and submit a copy of this form with their bid submissions. 

	Particulars
	Units
	Requirements
	Bidders Response

	
	
	12kV
	36kV
	12kV
	36kV 

	Manufacture name
	
	
	
	
	

	Country of origin of materials 
	
	
	
	
	

	Standards used for manufacturing 
	
	
	
	
	

	Insulator material
	
	Porcelain/ Polymer/ Silicon Rubber 
	
	

	Type test certificate number 
	
	
	
	
	

	Rated Voltage 
	kV
	12
	36
	
	

	Rated Frequency 
	Hz
	50
	50
	
	

	Continuous Operating Current
	A
	630
	400
	
	

	Short Time Withstand Current (3 sec) 
	kA
	25
	12.5
	
	

	Rated Peak Withstand Current 
	kA
	50
	31
	
	

	Lighting Impulse Withstand Voltage (BIL): 
	
	
	
	
	

	Between Phases and to Earth (Peak) 
	kV
	110
	170
	
	

	Across Isolating Distances (Peak) 
	kV 
	110
	195
	
	

	Lighting Impulse Withstand Voltage (Peak) 
	kV
	150
	170
	
	

	Wet Power Frequency Withstand Voltage 
	kV
	50
	70
	
	

	Creepage Distance 
	mm
	496
	900
	
	

	Dry Arcing Distance 
	mm
	312
	400
	
	

	Resistance of main circuit 
	μΩ
	Bidder to state
	
	

	Mechanical endurance 
	Counts 
	Bidder to state
	
	

	Details of hot dip galvanizations 
	
	Bidder to state
	
	

	Corrosion protection treatment offered 
	
	Bidder to state
	
	

	Weight 
	Kg 
	
	
	
	


Name of Tenderer: _____________________________________
Signature of Tenderer: ______________________________________
Date: _______________________
1.2 
2

1.3 [bookmark: _Toc519001804][bookmark: _GoBack]Submission Requirements 
All tenderers are required to complete and submit a copy of the submission requirements with their bid submissions.  
	Requirements 
	Response from Bidders

	Completed technical details (Clause 15.1) (Yes/No) 
	

	Witnessing included as part of bid. (Yes/No) 
	

	Validity of bid (120 day required) (Yes/No)
	

	Payment conditions.
	

	Delivery Term. (CIF preferred) 
	

	Price review period after award of tender. (months) 
	

	Bidders company profile outlining financial, technical and production capabilities. 
	

	Detailed reference list of customers already using equipment offered during the last 5 years with particular emphasis on units of similar design and rating. 
	

	Quality management system used in the production of isolators, attached certificate. 
	

	Health, Safety and Environmental plans. 
	

	Detailed receiving, handling and storage details. 
	

	Minimum warranty period from time of acceptance of isolators. 
	

	Sample inspection and test plan. 
	

	Typical installation manual for isolators.  
	

	Disposal method after service life. 
	

	Complete dimensional drawing.
	

	List of Type, Routine and Batch test certificates provided. (As per Clauses 6.1, 6.2 and 6.3)
	




Name of Tenderer: _____________________________________
Signature of Tenderer: ______________________________________
Date: _______________________




