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Rev. Date By Checked Approved Description
Revisions

G 3/12/2021 RG NM NM EFACEC RMU REPLACED BY SCHNEIDER RM6 TYPE IQI
F 30/11/2021 RG NM NM EFACEC RMU REPLACED BY ABB TYPE CFC
E 21/01/2020 RG NM NM ADDITIONAL DUNNAGE ADDED - 0775-1023 ADDED
D 1/10/2019 GCS NM NM 500K4FJ02 ADDED
C 11/09/18 NM RT NM EARTH CABLE ACCESS SLOT ADDED
B 20/10/17 NM RT NM ADDED CoG DETAIL.  BUSBAR DIMENSIONS REVISED FOR CONSISTENCY

Item No. Qty. UOM StockCode Description Material

51 1 EA 5500-0096 RMU 3-WAY 24KV, RM6 (TYPE IQI) VARIOUS
50 1 EA 0778-0196 3 WAY RING MAIN - PLINTH 304 SS
49 8 EA 0775-1023 DUNNAGE ATTACHMENT BRACKET 6060-T6 Alloy
48 1 EA 0053-0004 LV SWITCHBOARD RATING PLATE TRAFOLLYTE
47 1 EA 0664-0080 LABEL: N/E LINK TRAFOLLYTE
46 6 EA 0664-1014 PICTOGRAM - ELECTRIC SHOCK SELF-ADHESIVE VINYL
45 2 EA 0664-0107 LABEL: 'DANGER ISOLATE ELSEWHERE...' SELF-ADHESIVE VINYL
44 3 EA 4305-0027 CT, 1000/5A, CLASS 1, 20VA, BUSBAR MOUNT CAST RESIN
43 3 EA 4305-0028 MDI + AMMETER, 72SQ, 90deg SCALE, 1000A PVC Rigid
42 4 EA 4305-0067 NH-3 FUSE-SWITCH, 1x3PH SWITCHING, 630A (PRONUTEC) VARIOUS
41 1 EA 4305-0066 1600A DISCONNECTOR, 3 X 1PH SWITCHING (PRONUTEC) VARIOUS
40 10 EA 4299-0149 50mm STANDOFF INSULATOR CAST RESIN
39 3 EA 4530-0007-4 TRXFR TAIL FLAG, 60 x 10 Tinned Copper
38 1 EA 4530-0007-3 NEUTRAL/EARTH LINK BAR, 40 x 10 Tinned Copper
37 2 EA 4530-0007-2 EARTH / NEUTRAL BAR, 40 x 10 Tinned Copper
36 3 EA 4530-0007-1 MAIN BUSBAR, 60 x10 Tinned Copper
35 1 EA 4520-0007-3 TAPSWITCH ACCESS COVER POLYCARBONATE
34 1 EA 4520-0007-2 BUSBAR SHROUD - SPARE SPACES POLYCARBONATE
33 1 EA 4520-0007-1 MDI MOUNTING PANEL TYPE X SWITCH PANEL
32 1 EA 4510-0007 LV PANEL FRAME ASSEMBLY 304 SS
31 4 EA 6404-0156 TRANSPORTATION & STORAGE DUNNAGE (ATTACHED) Pine
30 8 EA 0775-0466 DUNNAGE ATTACHMENT BRACKET Galvanized Steel
29 4 EA 0777-0025 LIFTING LUG, BOLT-ON, 5T Galvanized Steel
28 5 EA 0664-0075 DANGER LABEL - 'HIGH VOLTAGE' 5052-H32 Aluminium
27 1 EA 0710-1321 EARTH BAR Tinned Copper
26 2 EA 0710-1311 EARTH BAR Tinned Copper
25 1 EA 4299-0635 DRAWING POCKET PVC Rigid
24 3 EA 0516-0310 200A BUSHING WELL, 24kV EMC CYCLO
23 1 EA 0562-1923 7 POSITION TAP SWITCH VARIOUS
22 1 EA 0515-3403 25NB BRASS OIL SIGHT WITH FLOATING BALL Brass
21 1 EA 4221-0003 PLUG 25NB FLANGED BRASS Brass
20 1 EA 0710-1409 25NB BSP HEX CAP 316 SS
19 2 EA 1250-0001 25NB CAP Galvanized Steel

18 4 EA 0551-0115 (500kVA)     
0551-0104 (300kVA)

#73 BUSHING ASSEMBLY 3.3KV 1050A 1 x DIA 14 P/HOLE              
#72 BUSHING ASSEMBLY 3.3KV 500A 1 x DIA 14 P/HOLE Ceramic Porcelain

17 3 EA 0777-0516 3 POINT LOCKING CAM CATCH 304 SS
16 4 EA 0777-0518 SPRING BOLT CATCH 304 SS
15 6 EA 0777-0515 3 POINT LOCKING ROD CATCH 304 SS
14 6 EA 0777-0347 HEAVY DUTY ROD GUIDE 304 SS
13 5 EA 4299-0651 WIND STAY - DIRAK/SELECTRIX 221-9001 304 SS
12 9 EA 4299-0649 SS LIFT-OFF HINGE L/H 316 SS
11 6 EA 4299-0650 SS LIFT-OFF HINGE R/H 316 SS
10 5 EA 4299-0648 DISH HANDLE ABS
9 3 EA 4299-0687-KIT SWING HANDLE - PADLOCKABLE 304 SS
8 4 EA 4299-0633 S/S SPRING BOLT 316 SS

7 1 EA 0052-SEE TABLE KIOSK RATING PLATE 316 SS

6 1 EA 0050-1990 (500kVA)                      
0050-2662 (300kVA) TXFR RATING PLATE 316 SS

5 1 EA 0773-0078 COVER ASSEMBLY Galvanized Steel

4 1 EA 0770-0430 (500kVA)  
0770-0428 (300KVA) TANK ASSEMBLY Galvanized Steel

3 1 EA 0777-0871 BUND ASSEMBLY 304 SS
2 1 EA 0778-0101 BASE ASSEMBLY Galvanized Steel
1 1 EA 0776-0096 ENCLOSURE ASSEMBLY 304 SS

CONFIGURATION TABLE

MODEL NO. STOCKCODE TXFR 
RATING

KIOSK 
RATING 
PLATE

HV SWITCHGEAR LV SWITCHGEAR
LV PART 

PART / DRG 
NO.

OIL  
VOLUME (L)

ENCLOSURE & 
BASE (KG)

TANK & 
FITTINGS  

(KG)
CORE & 

COIL (KG)
HV  

SWITCHGEAR 
(KG)

LV  
SWITCHGEAR 

(KG)

TOTAL  
WEIGHT  

(KG)

300K4FJ01 IO4408 300kVA 0052-0206 3-WAY SF6 RMU C/W FUSED FEEDER 
SCHNEIDER RM6 TYPE IQI

1x 1600A DISCONNECTOR, 4x 630A 3PH 
FUSE DISCONNECTORS, 2 SPARE SPACES 4500-0118 545 865 665 995 300 105 3405

500K4FJ01 IO4414 500kVA 0052-0207 3-WAY SF6 RMU C/W FUSED FEEDER 
SCHNEIDER RM6 TYPE IQI

1x 1600A DISCONNECTOR, 4x 630A 3PH 
FUSE DISCONNECTORS, 2 SPARE SPACES 4500-0118 555 865 665 1380 300 105 3800

500K4FJ02 500kVA 0052-0288 3-WAY SF6 RMU C/W FUSED FEEDER 
SCHNEIDER RM6 TYPE IQI

1x 1600A DISCONNECTOR, 6x 630A 3PH 
FUSE DISCONNECTORS, N0 SPARE SPACES 4500-0181 555 865 665 1380 300 125 3820

NOTES:

SOME ITEMS HIDDEN FOR CLARITY1.
MATERIALS AND FINISH COLOURS:2.

ENCLOSURE AND BUND: 304SS, FINISH COLOUR N42 STORM GREY TO AS2700•
TRANSFORMER TANK & COVER: HOT DIP GALVANISED TO AS4680•
STEEL BASE: HOT DIP GALVANISED TO AS4680•

TOTAL MASS STENCILLED HERE 75mm HIGH IN BLACK TEXT BOTH SIDES OF BASE3.
KVA & VOLTAGE STENCILLED 50mm HIGH IN BLACK TEXT AS DRAWN (HV END = '11000V').PHASE STENCILLING 25mm HIGH IN BLACK ABOVE BUSHINGS4.
HV TRANSFORMER BUSHINGS ARE INTERFACE 'A' TYPE, SCREENED SEPERABLE CONNECTOR TYPE BUSHINGS5.
TRANSPORTATION AND STORAGE DUNNAGE TO BE REMOVED ALONG WITH LASHING/LIFTING LUGS DURING FINAL INSTALLATION6.
HV & LV STEEL BASE CHANNELS ARE REMOVABLE TO ALLOW FOR 'ROLLING IN' CABLE DURING INSTALLATION (REMOVABLE CHANNELS FROM 3mm 304SS)7.
ALL GENERAL PURPOSE FASTENERS USED ON KIOSK SUBSTATION ARE GRADE 304/316SS.  ALL HIGH STRENGTH BOLTS ARE HOT DIP GALVANISED.8.
RMU EARTH BAR CONNECED TO TRANSFORMER EARTH BAR USING 70mmSQ PVC INSULATED COPPER CABLE9.
LV PANEL EARTH BAR CONNECTED TO TRANSFORMER EARTH BAR USING 70mmSQ PVC INSULATED COPPER CABLE. THIS CABLE TO BE FITTED WITH A LABEL 10.
THAT READS 'FOR SEPERATE EARTHING REMOVE THIS CABLE'. LV PANEL FRAME CONNECTED TO TRANSFORMER EARTH BAR USING A SEPERATE 70mmSQ 
PVC INSULATED COPPER CABLE.  
FEA STOCKCODE NO. STENCILLED HERE 75mm HIGH IN BLACK TEXT BOTH SIDES OF BASE11.
'LIFT / LASH' STENCILLED 50mm HIGH IN BLACK TEXT, 4 PLACES12.
KVA RATING STENCILLED ON SIDE OF PADMOUNT (BOTH SIDES), 75mm HIGH IN BLACK TEXT13.
SWING HANDLES ARE STAINLESS STEEL, HIGH SECURITY TYPE TO SUIT A STANDARD UTLITIY PADLOCK.  THE SWING HANDLES ARE FURNISHED WITH STAINLESS 14.
STEEL LOCKING RODS AND TYREE CUSTOM HEAVY DUTY CAMS FOR 3-POINT LOCKING.  THE 3 POINT ROD GUIDES ARE TYREE CUSTOM DESIGNED HEAVY 
DUTY STAINLESS STEEL, BOLTED.
ALL HOLES IN NEUTRAL & EARTH BARS FITTED WITH M12 PRESSED NUTS15.
ITEM 35   'TAPSWITCH ACCESS COVER', IS A SAFETY BARRIER TO PREVENT INADVERTENT ACCESS TO LIVE LV BUSHINGS AND CABLE TERMINATIONS.  16.
SECURED BY WING NUTS, THIS PANEL CAN BE REMOVED AND REPLACED AS REQUIRED DURING INSTALLATION AND FOR ACCESSING THE REAR OF THE LV 
PANEL.
TRANSFORMER CABLE TAILS:17.

300kVA - 1x 185mmSQ CU FLEXIBLE RUBBER SDI, 0.6/1kV, X-HF-110, PER PHASE & NEUTRAL•
500kVA - 2x 185mmSQ CU FLEXIBLE RUBBER SDI, 0.6/1kV, X-HF-110, PER PHASE & NEUTRAL •

ALL DOORS AND HV / LV END PANELS EARTHED USING 70mmSQ PVC INSULATED COPPER CABLE.18.
KIOSK SUBSTATION BASE EARTHED TO TRANSFORMER EARTH BAR USING 70mmSQ PVC INSULATED19.
COPPER CABLE

TXFR
LV END VIEW

(500kVA SHOWN)

BUND CAPACITY: 685L

XXX KVA
433V

NOTE: 4NOTE: 19

CENTRE OF GRAVITY


